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POLYFOAM
FLOATLINE

POLYFOAM FLOATLINE is constructed with a closed cell polyfoam Elongation (%)
core overbraided with UV stabilized alternating green and black ’ J
strands of high tensile monofilament Polypropylene. Custom colors g @
are available on request. " |
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; Load (% of h)
Diameter Net Weight/Reel Aver;t?:n‘;tar? SIE Stock Code o ot average strengt
In. MM.  Lbs/600'  Kg/600'  Lbs.  Kgs.
3/8" 10 8.4 3.8 1465 | 665 40000 F e;fu"glzs..
12" 12 11.4 5.2 1819 | 825 40002 : NZ: Rita’r'ng
- i
5/8 16 15 6.8 2204 | 1000 40004 o Abrasion Resistant
314" 18 19.2 8.7 2509 | 1138 40006 o Superi
- uperior Boyancy
1 24 23.4 106 2860 | 1300 40010 e Specific Gravity .91
Suggested Uses:
e Commercial Fishing Nets
® Swimming Lane and
Water Hazard
FV‘ Manufactured by Novatec Braids Ltd.
' 234 Water Street, Yarmouth -
'»ﬂ Nova Scofia, Canada B5A 4P8 www.novabraid.com
4a’e 1-800-565-4212
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