NORPACIFIC GILLNET
CORKLINE
HIGH TENACITY

Elongation (%)

NORPACIFIC HIGH TENACITY GILLNET CORKLINE is con- i

structed with UV stabilized orange polypropylene and white spun 15

polyester braided cover over a 100% high tenacity polyester paral- § 2 A
lel strand core. The orange and white cover features a black longi- S /,/
tudinal net hanging line. NorPacific HT is available in soft, medium, 2,

and firm lay. E /,/

0 5 10 15 20 25 30 35 40

Load (% of average strength)

Line

Average

Product Net Weight / Reel Diameter Ft./Reel Strength Skid
1b/55ftm Lbs Kg Lbs Reels Gwt Lbs
Soft Lay Features:
15 15 7 3/8” 330 3300 36 698 40044 - SpeCiﬁC Gravity 1 26
19 19 9 7/16” 330 4300 36 842 40046 Exce”ent Knot Grl age
24 24 11 1/2” 330 7200 18 572 40048 ) pp g
Med Lay - N_on - Rotating
15 15 7 38" 330 3300 36 698 40052 - High Strength
19 19 9 716" 330 4300 36 842 40054 - Low elongation
24 24 11 1/2” 330 7200 18 572 40056
Firm Lay Suggested Uses:
15 15 7 3/8” 330 3300 36 698 40060 - Net Component
19 19 9 7/16” 330 4300 36 842 40062
24 24 11 1/2” 330 7200 18 572 40064
V" Manufactured by Novatec Braids Ltd.
234 Water Street, Yarmouth -
» Nova Scotia, Canada B5A 4P8 www.novabraid.com
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